SINCE 1883

WearAll Acrylic Enamel

A!EE o This durable, easily applied acrylic enamel is designed to provide
. maximum performance in a satin water-based floor, wall and trim finish.
ACRYLIG Iti t I tention, breathability, alkali t d blist
ENAMEL incorporates color retention, breathability, alkali, water and blister
resistance and adhesion into it's acrylic formulation.

N W EA RA ’ e (Qutstanding performance and value

e \ery good color retention and adhesion
Very good wear resistance on floors, trim and walls
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SINCE 1883

WearAll Acrylic Enamel

Finish Number Product Type Spread Rate VOC Compliance

100% Acrylic Smooth: 400-450 sgq. ft./gal To Touch:1 hour

Satin F528 Latex Porous: 275-325 sq. ft./gal To Handle:.16 hours EPA, OTC
To Recoat: 4 hours
Spray application is 50% of above @ 70°-77°F, 50% R.H.
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PAINTS SINCE 1883 SYSTEM®

Interior and exterior architectural
coatings for consumer and
professional application.

Surface-specific specialty Exterior wood care products
paint and coatings solutions. and stains for every condition.

At ICP Construction, a division of Innovative Chemical Products (the ICP Group), we manufacture and deliver original, best-in-class
products that continually provide innovative technologies, quality, and unparalleled value to our customers in every market we serve.
We strive for a common goal of professional and personal growth by listening, leading and delivering key solutions for long-lasting
results — no matter what it takes.
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